
 

3L0624F 
 
HBI 300 Eagle 6W Fresnel 24V AC/DC 
 
Lumen flux 450 lm in case of mains failure 

 

Spacingtabel 1 lux (m) 

Hight (m) 
     

2,0 5.2 12.8 8.4 3.5 

2,5 5.5 14.1 9.4 3.9 

3,0 5.7 15.0 10.3 4.2 

3,5 5.9 15.7 11.0 4.4 

4,0 6.1 16.1 11.7 4.6 

4,5 6.3 16.5 12.2 4.7 

5,0 6.4 16.8 12.6 4.8 

5,5 6.5 17.2 12.9 4.8 

6,0 6.5 17.5 13.2 4.8 

6,5 6.5 17.9 13.4 4.7 

7,0 6.4 18.2 13.6 4.6 

7,5 6.2 18.4 13.7 4.5 

8,0 5.8 18.6 13.7 4.3 

8,5 5.2 18.6 13.7 4.1 

9,0 4.7 18.6 13.6 3.8 

9,5 4.1 18.4 13.4 3.4 

10 3.4 18.1 13.2 3.0 

10,5 3.0 17.6 13.0 3.0 

11,0 3.0 16.9 12.6 3.0 

11,5  16.0 12.2  

12,0  14.9 11.7  

12,5  13.7 10.4  

13,0  12.3 9.0  

13,5  10.5 7.8  

14,0  8.4 6.6  

 
 




