
Luminous flux:  489lm

Emergency lighting factor:  1.00

Emergency luminous flux:  489lm

www.hbi-lighting.com

1 lux - 1 hour duration - high bay

Corridor Corridor Open area Open area

Mounting height
(meters)

7.00 6,42 15,22 14,93 14,58 5,70
8.00 6,80 16,35 15,78 15,28 7,74
9.00 7,11 17,37 16,53 15,81 5,76
10.00 7,34 18,24 17,11 16,17 5,79
11.00 7,49 19,02 17,57 16,22 5,76
12.00 7,46 19,71 17,99 16,29 5,62
13.00 7,28 20,25 18,29 16,30 5,39
14.00 6,76 20,70 18,55 16,37 4,95
15.00 6,25 21,04 18,72 16,38 4,10
16.00 4,77 21,20 18,69 16,20 3,16
17.00 0,00 19,16 18,36 15,89 0,00
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HBI Bisscheroux bv, 770 Septagem / high bay (polair)

cd/klm n = 100%C0 - C180 C90 - C270
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SERIE 770 SEPTAGEM-S HIGH BAY
SPACING TABLE 1 HOUR EMERGENCY DURATION

V01 / 1-3-2023

Code no.: 
• 7SL0404HBB 
• 7SL0404HBW
• 7SY0404HBB
• 7SY0404HBW


